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GIRDER SCHEDULE

NOTE:

TEMPORARY STRANDS (TYP.)

[2"o OR 0.6"9] STRAND CHUCK. TACK WELD TO ANCHOR [ PRIOR

ANCHOR STRAND WITH TWO PIECE WEDGES BEFORE GIRDER
ERECTION. VERIFY WEDGES ARE SEATED TIGHTLY IMMEDIATELY
BEFORE FLACING DIAFHRAGM CONCRETE.

EXTEND STRAIGHT STRANDS (1) THROUGH (n)
AT END AHEAD ON STATION. EXTEND STRAIGHT
STRANDS (n+1) THROUGH (2n) AT END BACK ON STATION

STEEL ANCHOR
B 7% x 4 x 0-4
WITH 24"0 HOLE

GIRDER END

ALTERNATE #1
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Dimensions shall be shown in Imperial The maximum number
units to the nearest Ysth inch. of strands is 100. ON SAT}:LETA;ODN/NG -
f BEARING RECESS (TYP.)
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= DEBONDED STRANDS
204" STRAND SPACING AT 2" 5%" STRAND SPACING AT 2" 5%" STRAND SPACING AT 2" 204"
\

* DISTANCE INDICATES LENGTH THAT
EACH END OF STRAND IS TO BE
SLEEVED TO FREVENT BOND. (TYF.)

by the designer

Debonding to be determined

STRAND FPATTERN

STRAND STRESSING SEQUENCE
SHALL BE AS SHOWN (1), (2) ETC.

2%"9 x 18" STEEL STRAND ANCHOR. ANCHOR STRAND
WITH TWO FIECE WEDGES BEFORE GIRDER ERECTION.
VERIFY WEDGES ARE SEATED TIGHTLY IMMEDIATELY
BEFORE PLACING DIAFPHRAGM CONCRETE.

EXTEND STRAIGHT STRANDS (1) THROUGH (n)
AT END AHEAD ON STATION. EXTEND STRAIGHT
STRANDS (n+1) THROUGH (2n) AT END BACK ON STATION

GIRDER END

ALTERNATE #2

STRAND EXTENSION DETAIL
[

TOTAL NUMBER OF EXTENDED STRANDS =

Number of extended strands shall
be determined by the designer.

TO INSTALLING ON STRAND. THREAD STRAND THROUGH ANCHOR .
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